TLED

SURFACE / RECESSED

LOUVER + OPAL

= -
DA DA EVERGENCY 50,000 hrs
LED P20 ECG ECG 5 years 220-240V
ECG DALI 1-10V %B Warranty l{_:g;g:g 50-60Hz — c €
on request
TLED TLed Square TLed Line
Surface / Recessed Surface / Recessed
UGR<19 UGR<19
LIGHT OUTPUT 3668 Im up to 4818 Im
EFFICIENCY 115 Im/W up to 120 Im/W
WIRING ECG, on request: DALI, 1-10V ECG, on request: DALI, 1-10V
On request: Emergency kit (1h, 3h) On request: Emergency kit (1h, 3h)
CCT 3000 - 4000K 3000 - 4000K
CRI >80 Ra >80 Ra
MATERIALS
> Housing Sheet steel Sheet steel
> Louver High-purity polished anodized aluminum, High-purity polished anodized aluminum,
double parabolic double parabolic
> Diffuser Opal PMMA Mat Pattern Opal PMMA Mat Pattern
LIGHT DISTRIBUTION Direct Direct
White color (RAL9003); White color (RAL9003);

SURFACE FINISH

other colors on request

other colors on request

ACCESSORIES

N/A

N/A

www.mareli-bg.com



Opal PMMA Mat Pattern + High-purity
polished anodised aluminum

TS/RE-295x1195-18-1829/9.3/IP20DBO3W
TS/RE-295x1195-18-1925/9.4/IP20DBO3W
TS/RE-295x1195-32-3657/9.3/IP20D4BO3W
TS/RE-295x1195-32-3849/9.4/IP20D4BO3W
TS/RE-295x1495-22-2290/9.3/IP20DBO3W
TS/RE-295x1495-22-2409/9.4/IP20DBO3W
TS/RE-295x1495-40-4579/9.3/IP20D4BO3W
TS/RE-295x1495-40-4818/9.4/IP20D4BO3W

TS/RG-307x1245-18-1829/9.3/IP20DBO3W
TS/RG-307x1245-18-1925/9.4/IP20DBO3W
TS/RG-307x1245-32-3657/9.3/IP20D4BO3W
TS/RG-307x1245-32-3849/9.4/IP20D4BO3W
TS/RG-307x1545-22-2290/9.3/IP20DBO3W
TS/RG-307x1545-22-2409/9.4/IP20DBO3W
TS/RG-307x15645-40-4579/9.3/IP20D4BO3W
TS/RG307x1545-40-4818/9.4/IP20D4BO3W

TS/RE-595x595-32-3473/9.3/IP20D1*BO3W
TS/RE-595x595-32-3668/9.4/IP20D1*BO3W

TS/RG-620x620-32-3473/9.3/IP20D1*BO3W
TS/RG-620x620-32-3668/9.4/IP20D1*BO3W

Change (*) with desired type of Louvers
(D1, D2, D3, D4)

CODE: D4
2 + 2 louvers

(UGR<19)
drawing #1 drawing #2 drawing #3 drawing #4
[=2] [
~N o
595 ‘L_L’ 620 % % ‘H’
52, 52, Length: 52, Length: 52
18W-31W = 1195 18W-31W = 1245
22W-40W = 1495 22W-40W = 1545
Bk Dimen-
lumen CCT Power Wiring N Weight ACS Purchase code
sions
output
(Im) (K) (W) (mm) (kg) #
1829 3000 18 ECG drawing #3 4.60 N/A
1925 4000 18 ECG  drawing#3  4.60 N/A
3657 3000 32 ECG  drawing#3  4.60 N/A
3849 4000 32 ECG  drawing#3  4.60 N/A
2290 3000 22 ECG drawing #3 5.80 N/A
2409 4000 22 ECG  drawing#3  5.80 N/A
4579 3000 40 ECG  drawing#3  5.80 N/A
4818 4000 40 ECG  drawing#3  5.80 N/A
Ceiling standard 625x625mm
1829 3000 18 ECG  drawing#4  4.90 N/A
1925 4000 18 ECG  drawing#4  4.90 N/A
3657 3000 32 ECG  drawing#4  4.90 N/A
3849 4000 32 ECG  drawing#4  4.90 N/A
2290 3000 22 ECG  drawing #4 6.00 N/A
2409 4000 22 ECG  drawing#4  6.00 N/A
4579 3000 40 ECG  drawing#4  6.00 N/A
4818 4000 40 ECG  drawing#4  6.00 N/A
I Dimen-
lumen CCT Power Wiring X Weight ACS Purchase code
sions
output
(Im) (K) (W) (mm) (k) #
3473 3000 32 ECG drawing #1 4.60 N/A
3668 4000 32 ECG  drawing #1 4.60 N/A
Ceiling standard 625x625mm
3473 3000 32 ECG drawing#2 470  N/A
3668 4000 32 ECG drawing#2  4.70 N/A
* Various types of Optics
Code: Description
D1 1+2+1
D2 1+1+1+1 or 1+1+1louvers
D3 3 or 4 louvers in the middle
D4 2 + 2 louvers
CODE: D1 CODE: D2 CODE: D3
1+2+1 1+1+1+1 3 or4louvers
1+1+1 in the middle

TLED
LOUVER + OPAL

TLED
LOUVER + OPAL

Mareli Ltd. reserves the right to introduce structural changes and modify the luminaires
Luminous flux and connected electrical load are subject to an initial tolerance of +/- 5%. Tolerance of color temperature: +/-150 K.
Unless stated otherwise, the values apply to an ambient temperature of 25°C.
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