GENERAL SAFETY NOTES

1. The installation must be done only by qualified persons. 2. The installation must be done in
compliance with the relevant national regulations. 3. Before starting the installation, make sure that the
IP protection is relevant for the particular environment. 4. Before starting the installation, make sure
that there is no power supply in the network. 5. During the installation, make sure to observe the
instruction labels, given on the luminaire. 6. Check the minimum distances from the objects in the
building. 7. Use only original parts in repairs or maintenances. 8. Use only the type of light sources,
indicated on the label. 9. The lighting fixture must not be modified in any way. 10. The lighting fixture
must be operated only with the complete protective covers. 11. The luminaire must not be covered
with thermal insulation materials. 12. Any broken safety screens must be replaced. 13. The
manufacturer does not guarantee for any damage, caused by incorrect installation or any usage, other
than the given in the instruction manual.

Montageanleitung

1. Die Montage sollte nur von qualifizierten Personen durchgefihrt werden. 2. Bei der Montage
missen die nationalen Vorschriften eingehalten werden. 3. Prifen Sie vor der Montage, ob die
Schutzart (IP) der Leuchte, der fir die Umgebung vorgeschriebenen Schutzart entspricht. 4. Stellen
Sie vor der Montage sicher, dass der Strom abgestellt ist. 5. Beachten Sie vor der Montage die
Hinweisaufkleber auf der Leuchte. 6. Priifen Sie die Mindestabstande zu dem Bauobjekten. 7.
Verwenden Sie bei der Reparatur oder Wartung nur Originalteile. 8. Verwenden Sie Leuchtmitte!
gemal der Angaben auf den Etiketten. 9. Das Lampengehause darf in keiner Weise veranderi
werden. 10. Die Inbetriebnahme der Leuchte darf nur mit vollstandigen Schutzabdeckungen erfoigen.
11. Die Leuchte darf nicht von warmedammende Materialien umhdllt werden. 12. Defekte
Schutzabdeckungen sollen unbedingt durch neue ersetzt werden. 13. Der Hersteller haftet nicht fir
Schaden, die durch unsachgemaBe Montage und Anderungen, die nicht in der Anleitung beschrieben
sind, verursacht werden.

OcHoBHUM NpaBuna 3a besonacHocT

1. WHcranupaHeto Tpsabea Aa Obae WM3BLPWEHO OT nuue ¢ noaxoaswa ksanudukauus. 2.
MucTanuparneTo TpAbea aa Obae W3BbPLEHO B CHOTBETCTBHE C HAUMOHaNHUTe cTaHaapTtu. 3. Mpeaun
WHCTanMpaHeTo ce yBepeTe, Ye CTENEHTa Ha 3alWWTa Ha OCBETMTENs CbOTBETCTBA Ha cpepara. 4.
Mpean uHcTanupaHeTo ce yBepeTe, Ye HSMa 3axpaHBaHe B MpexaTta. 5. peau WHcTanupaHeTo
npernepaiiTe eTMKETUTE NO ocBeTUTenHoTo Tano. 6. MposepeTe MUHMMaNHWUTE pPa3CTOSHUS A0
CTponTenHuTe obektn. 7. U3non3eaiite camo OPWTMHANHKW YacTn nNpu nonpaska W Nogapbxka. 8.
M3non3saiTe camMo CBETNOM3ITOUHUUM yKa3aHW Ha eTukeTa.9. OcseTUTENHOTO TANO He MoXe Aa Gbae
MO,U.HQJHL[MpEHO no HUkakve Hauud. 10. OcseTuTenHoto TANO Aa Ce BKnwuyea CcaMo Korato ca
MOHTUpPAHKU BCUUKW npeanasHu kanauu. 11. OceBeTuTenHoTo TAno He Tpsbea ga Gbae NOKPUBAHO C
Tonnou3aonauuoHHn matepuanu. 12. lMospegeHuTe npeanasHd kanauyw TpsGea pga Gbaat
noameHeHn.13. MNpou3soauTens He NpU3HaBa rapaHyMs NP HEKOPEKTHO MHCTanupaHe, u3nonisaHe
WNN OeNCTBMA HEONUCAHN B MHCTPYKUMATA.

Always work with main
electricity switched off

GB INSTALLATION INSTRUCTIONS
D MONTENGEANWEISTUNG
BG WHCTPYKUMA 3A MOHTAX
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| | 70 mm
Model K, Colour
Power, W |Output, Im Temperature L, mm
H 2400 4000 565
Linea Dary il
25 3500 4000 845
34 4700 4000 1125
41 5800 4000 1405
50 7200 4000 1685
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220-240V
50-60Hz
LED
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Components in package
Two screws
Two Wall Brackets

Two Plastic Dowels

Two single Suspenders

1. Locate and mark position for wall bracket

A

*Beware the location of the power mh\n

2 Unscrew the two screws for the power supply
S A W S G Wl
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“*Plank is located at one end
of the luminaire

Lenght of Luminaire| Distance between
L- mm brackets, S mm
565 490
845 475
1125 1050
1405 1335
1685 1615

6. Insert Power Cable
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A. Power B. Fix the cable
the Luminaire throught the strain relief

L0

|
e

*Two brackets are enough per luminaire except for bigger variants

2. Drill Holes with 8mm Diameter

=

‘make sure you level the brackets properly

8 mm

3. Insert Plastic Dowels

4. Attach Brackets to the Wall

7. Screw back the plank to the
profile

8. Attach the bracket to the profile

1 *Rivet nuts are located at each end
of the luminaire

9. Switch On Power Supply
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